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S.N. Description of Goods Requirements Remarks

I | 62.5 KVA Diesel Supply delivery and complete installation of

Generator (with ATS) | i iim 62.5KVA Diesel Generator with ATS
Delivery & complete

installation as per panel, connecting wires, and necessary
specification components as per specification
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Technical Specification for minimum 62.5 KVA Three Phase Water Cooled Sound
Proof Automatic Diesel Generator with ATS

S.N Particulars Proposed/Offered
Diesel Generator
Manufacturer _
Brand
Type/Model ] |
Country of Origin
i
A Diesel Generator 62.5 KVA
1 Description of Functions - Il
Capacity:
1.1
T.2 _ KW:
1.3 AMPS :
1.4 Voltage:
1.5 Frequency/Engine Speed: ‘
1.6 Rated Current(A); |
13 | Power Factor: '
1.8 Fuel Tank Capacity:
Noise Level:
1.9 |
2 Engine Parameters |
2.1 RatedPower@100% load(HP): |
22 Rated Speed RPM
Cylinders:
23
2.4 Aspiration:
Displacement in liters:
2:5
~
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Lubricants oil Sump capacity ¥ ¥arjmien '
2.6 |
| Coolant Capacity in liter:
227
|
Fuel: |
2.8 |
Starting System: |
2.9 '
Cooling System:
2.10 .
2.11 Starting System
3 Fuel Consumption 3
F.l FuelConsumption@100%Load:
32 FuelConsumption@75%Load: '
3.3 Fuel Consumption @50% Load:
4 ! Alternate or Parameters |
4.1 " Type: I
42 Voltage #
4.3 Phase: ﬁl
4.4 Speed: H
4.6 Insulation Class:
4.7 Control Panel Parameters: e
48 Protection Features offered By
' Controllers:
Electrical: ]
4.9 -
4.10 Standard: ‘
5 ‘Capacity of Engine CC 5
P Rated output 100@100% Load |
bhp .
8 Power cable & Warranty '
|
95 sq.mm, Aluminum,4 core,
8
Armored J
9 Warranty |




